
DATA SHEET AUTONIVELANTE®

Specialized powder mortar reinforced with polymers and specialized chemical 
additives, which when mixed produces a high flowing mortar ideal for obtaining a 
solid, firm, level and flat surface.

REINFORCED FLOWABLE MORTAR FOR LEVELING FLOORS

Packaging: Color:
44 lbs Grey
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RECOMMENDED APPLICATIONS
For use in interior applications as a filler to correct uneven, 
uneven, rough concrete pavements before they receive a final 
decorative finish.
Application can be in isolated spots or on a complete surface.
Interior use on residential and commercial floors with pedestrian 
tra�c.

ADVANTAGES
Allows correction of uneven concrete surfaces or cement-sand 
beds that have level variations from 0 to 25 mm depth.
Contains special chemical additives in powder form, it does not 
require additional additives, just mix it with water.
Reduces application time and working time to obtain the desired 
flat and level finish.
Fast drying, allows light pedestrian tra�c after 4 hours of 
application.

When properly prepared, acceptable substrates are: 
Dry bed cement-sand floor screed
Cast concrete (cured 28 days)

ACCEPTABLE SURFACES

All surfaces must be clean, dry. The substrate must be stable and 
solid, free of contaminants such as dust, oils, greases, paints, 
waxes, sealers, mold release agents, curing membranes, or any 
other substance that may interfere with CEMIX AUTONIVELANTE. 
Failure to remove these contaminants from the surface voids the 
product warranty. 
The ambient and surface temperature should be between 6°C and 
34°C during installation and the following 24 hours, otherwise the 
work area should be conditioned so as not to a�ect the 
performance of the product.

SURFACE PREPARATION

STANDARDS & LEED
This product contributes to the following LEED v2009 
certification credits.
This product contributes to compliance with the following LEED 
v2OO9 certification credits:
*IEQc4.1 Low Emitting: Adhesives and sealants as it contains zero 
VOC's.
*MRc5: Regional materials as 80% of the raw material is extracted, 
processed, and manufactured regionally.

ESTIMATED YIELDS PER 44 LB BAG 

Thickness (mm) 3 6 12 20 25
Yield m2 / bag 3.7 1.9 0.9 0.6 0.5

Note: These yields may vary depending on the surface conditions, the tools 
used, and the working methods employed. 

Expansion joints, control joints, construction joints, etc., should not 
be covered with self-leveling mortar.
In areas larger than 30 square meters, the surface should be 
subdivided by placing borders forming blocks from 3 x 3 meters 
up to a maximum of 6 x 5 m (30 m2), for a minimum of two blocks, 
so that the product is applied alternately between blocks, with a 
minimum of 4 hours di�erence between applications. Do not form 
blocks with any side longer than 7 m. 

EXPANSION JOINTS

Do not use CEMIX AUTONIVELANTE in exterior areas.
Do not use on floors that will be exposed to heavy tra�c.
Do not use CEMIX AUTONIVELANTE on gypsum surfaces, metals, 
plastics, or on any material that is unstable or too flexible.
Avoid using CEMIX AUTONIVELANTE on acoustic membranes or 
crack isolating membranes.

LIMITATIONS
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For more information about our solutions:

GUARANTEE
All Cemix products are inspected and tested prior to shipment. The 
process for making any claim for defective material and obtaining a 
replacement of the material in question is described below:

1. To have a receipt, invoice, or proof of purchase of the product.

2. To submit your complaint to our phone numbers: 82 88 67 27 in 
Monterrey and toll free from the interior of the country to 01 800 
8383 00 or via email to infocemix@cemix.com.

3. An authorized representative of the manufacturer will contact the 
customer and verify proof of purchase and the product as well as its 
installation (Cemix will not be responsible for damages or expenses 
arising from the installation, use or resale of such material).

4. If, in the opinion of the representative, the defect is attributable to 
the factory, the manufacturer's responsibility will be limited to 
replacing the material in question and the customer must await his 
shipping instructions and authorization to make the return. The 
material will be replaced directly at the factory within 30 days after 
the failure of the representative.

DISCLAIMER
The recommendations, suggestions, statements, and technical data 
contained in this data sheet are based on our best knowledge and 
available information. They are provided for informational purposes 
only without any liability for their use. However, as the handling and 
use after delivery to the customer is not under our control, we do 
not guarantee the result to be obtained. Only written documents 
signed by an o�cial representative of the manufacturer or seller will 
be binding on the manufacturer or seller. For more information 
about warranties go to www.cemix.com.

TECHNICAL DATA

Physical characteristics Description
Appearance of the product Light gray fine powder

Water amount for mixing 4.25 liters in 44 lbs

Volumetric weight 2,006 kg/m³

Pot life 10 min.

Time to open in transit Light 4 hrs - Heavy 48 hrs

Shelf life 6 months stored in dry place and in 
original packaging

Thickness range 1 mm - 25 mm

Technical Specifications
Compressive strength 24 hrs

Compressive strength 28 days

Value Method
ASTM-C-109

ASTM-C-109

> 209 kg/cm2

> 350 kg/cm2

Tensile strength 28 days ASTM-C-1583> 34 kg/cm2

Initial setting ASTM-C266-211:30 hrs

Final setting ASTM-C266-212:50 hrs

Wait a minimum of 6 hours before installing ceramic tile or natural 
stone over CEMIX AUTONIVELANTE.
To install over CEMIX AUTONIVELANTE any coating with organic 
adhesives of any kind, consult the minimum humidity 
requirements of the manufacturers, or wait a minimum of 24 hours 
before installation.

ADDITIONAL REQUIREMENTS

SAFETY
Do not inhale dust. May cause damage to eyes, skin and lungs. It is 
recommended to wear an appropriate dust mask, gloves and safety 
glasses. This material is alkaline when mixed with water, avoid 
contact with eyes and skin. Wet material adheres to skin and eyes if 
it dries. If contact with eyes and/or skin occurs, flush thoroughly 
with water. If swallowed, drink 1 to 2 glasses of water to dilute.  Do 
not induce vomiting. Consult a physician immediately.

PRECAUTIONS
CEMIX AUTONIVELANTE will be flowing semi-liquid or in a fluid 
state for approximately 12-15 min after the initial mixing, which may 
vary depending on the ambient temperature.

The surface application temperature should be above 4° C and 
below 32° C during application and for 72 hours thereafter.

INSTALLATION STEPS

Clean the surface thoroughly with clean water and 
make sure it is free of substances that may interfere 
with adhesion.

Clean the surface thoroughly with clean water and 
make sure it is free of substances that may interfere 
with adhesion.

Apply a uniform coat of CEMIX Bond-Ultra to the 
surface using a brush or paint roller. Allow to dry at 
least 1 hour or more if it is below 21°C. 

Apply a uniform coat of CEMIX Bond-Ultra to the 
surface using a brush or paint roller. Allow to dry at 
least 1 hour or more if it is below 21°C. 

To use CEMIX AUTONIVELANTE correctly, pour the 
44 lbs of the product into a container containing 
exactly 4.25 liters of clean water. It is crucial not to 
exceed or reduce the amount of water, as this will 
invalidate the product warranty.

To use CEMIX AUTONIVELANTE correctly, pour the 
44 lbs of the product into a container containing 
exactly 4.25 liters of clean water. It is crucial not to 
exceed or reduce the amount of water, as this will 
invalidate the product warranty.

Mix the contents of the bag gradually and use an 
electric mixer with open-loop blades at a speed of 
360-600 rpm until a homogeneous, lump-free 
mixture is achieved.

Mix the contents of the bag gradually and use an 
electric mixer with open-loop blades at a speed of 
360-600 rpm until a homogeneous, lump-free 
mixture is achieved.

After applying the self-leveling mortar, roll a spiked 
roller over the surface to remove trapped air and 
reduce bubbling. Wear spiked-soled shoes when 
walking on fresh mortar.

After applying the self-leveling mortar, roll a spiked 
roller over the surface to remove trapped air and 
reduce bubbling. Wear spiked-soled shoes when 
walking on fresh mortar.

Pour the mixture in the area furthest from the outlet 
and, using a height-adjustable rake, distribute the 
flowable mixture in the desired direction to ensure 
uniform coverage of the surface.

Pour the mixture in the area furthest from the outlet 
and, using a height-adjustable rake, distribute the 
flowable mixture in the desired direction to ensure 
uniform coverage of the surface.

Repeat steps 3 through 6 at intervals of no more than 
10 minutes until the entire surface is covered. For 
spot applications, mark the area to be filled, pour the 
prepared product following the same steps above 
and roll with a spiked roller to ensure uniform 
distribution.

Repeat steps 3 through 6 at intervals of no more than 
10 minutes until the entire surface is covered. For 
spot applications, mark the area to be filled, pour the 
prepared product following the same steps above 
and roll with a spiked roller to ensure uniform 
distribution.


