
DATA SHEET CEMIX BOND-ULTRA

White semi-viscous liquid formulated with resins and additives that promises the 
union of old and new concrete, reinforces finishes such as mortars and stuccos 
when mixed in place of water. It is a sealer for porous surfaces. 

SEALER AND ADHESION PROMOTER FOR CONCRETE AND MORTARS

Packaging: Color:
19 L White

PR
IMARY SEALER
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RECOMMENDED APPLICATIONS
As a fortifier to be mixed in place of water in cement-based 
mortars to increase the bond and strength of mortars and 
concretes.
As a sealer for porous surfaces such as block, fiber-cement 
zarpeoal.
Use as a bonding agent for joining new mortar to old mortar and 
for patching floors, walls, cracks, masonry, plaster, etc.
As a primary adhesion promoter sealer.

ADVANTAGES
Interior and exterior use on floors and walls.
Reinforces properties of mortars.
Ideal for repair and maintenance of concrete surfaces.
In application by mechanical projection use as an additive.

4 m2/40 kg bag 5 m2/40 kg bag 7 m2/40 kg bag

PERFORMANCE
Used as Coating Additive
Yields 1 to 3 liters per 40 kg bag of coating.

Used as Adhesive Additive
Use 2 L for each 20 kg bag.

Used as a binder
Yields 3 to 4 m²/liter.

Used as a sealer
Yields 2.5 to 3.5 m² /liter.

Proportion 4 m2/40 kg bag 5 m2/40 kg bag 7 m2/40 kg bag

1 x 1

2 x 1

3 x 1

76 m2/bucket

38 m2/bucket

25.33 m2/bucket

95 m2/bucket

47.5 m2/bucket

31.66 m2/bucket

133 m2/bucket

66.5 m2/bucket

44.33 m2/bucket

The surface must be clean, dust free and dry. The surface 
temperature at the time of application should be between 5° C and 
30° C.

SURFACE PREPARATION

One year if kept indoors and in sealed packaging.
STORAGE TIME

Keep the product out of the reach of children.
The use of latex gloves is recommended.
Use protective glasses if there is a risk of splashing.
In case of ingestion do not induce vomiting, contact a physician.      

PRECAUTIONS

INSTALLATION STEPS

Uncover the BOND-ULTRA product and stir until a 
homogeneous paste is obtained.
Uncover the BOND-ULTRA product and stir until a 
homogeneous paste is obtained.

For use as a reinforcement additive add:
1L of BOND-ULTRA to every 40 kg of mortar mix (avoid curing).
2L when it is to be placed on cast concrete.
3L when it is going to be applied on gypsum or fiber cement 
panels.

For use as a reinforcement additive add:
1L of BOND-ULTRA to every 40 kg of mortar mix (avoid curing).
2L when it is to be placed on cast concrete.
3L when it is going to be applied on gypsum or fiber cement 
panels.

For use as a binder: Mix 1 kg of cement with .5 kg of 
BOND-ULTRA to a paste. Apply the paste on the old 
concrete at a thickness of 2 to 3 mm and before it 
dries place the new concrete.

For use as a binder: Mix 1 kg of cement with .5 kg of 
BOND-ULTRA to a paste. Apply the paste on the old 
concrete at a thickness of 2 to 3 mm and before it 
dries place the new concrete.

For use as a primary sealer: Apply the product 
undiluted using a brush or paint roller without leaving 
excess. Allow to dry to the touch before working the 
surface.

For use as a primary sealer: Apply the product 
undiluted using a brush or paint roller without leaving 
excess. Allow to dry to the touch before working the 
surface.

Do not apply on organic materials, metals, paints or 
waterproofing.
Do not leave the bucket uncovered.
Do not thin or dilute the product to more than 5 parts.
Do not let the product dry once applied, apply immediately after 
the finish of your choice.
Do not use adhesive with BOND-ULTRA additive for permanent 
water immersion installations.

LIMITATIONS
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Call toll free 
+52 800 83 83 000

cemix.com

For more information about our solutions:

GUARANTEE
All Cemix products are inspected and tested prior to shipment. The 
process for making any claim for defective material and obtaining a 
replacement of the material in question is described below:

1. To have a receipt, invoice, or proof of purchase of the product.

2. To submit your complaint to our phone numbers: 82 88 67 27 in 
Monterrey and toll free from the interior of the country to 01 800 
8383 00 or via email to infocemix@cemix.com.

3. An authorized representative of the manufacturer will contact the 
customer and verify proof of purchase and the product as well as its 
installation (Cemix will not be responsible for damages or expenses 
arising from the installation, use or resale of such material).

4. If, in the opinion of the representative, the defect is attributable to 
the factory, the manufacturer's responsibility will be limited to 
replacing the material in question and the customer must await his 
shipping instructions and authorization to make the return. The 
material will be replaced directly at the factory within 30 days after 
the failure of the representative.

DISCLAIMER
The recommendations, suggestions, statements, and technical data 
contained in this data sheet are based on our best knowledge and 
available information. They are provided for informational purposes 
only without any liability for their use. However, as the handling and 
use after delivery to the customer is not under our control, we do 
not guarantee the result to be obtained. Only written documents 
signed by an o�cial representative of the manufacturer or seller will 
be binding on the manufacturer or seller. For more information 
about warranties go to www.cemix.com

TECHNICAL DATA

Physical characteristics Description
Physical state at 20° C Semi-viscous liquid

Color White

Base Vinyl

PH 8 - 9

Density 1,000 gr/cm3

>20%Percent solids

Shelf life 24 months after manufacture


