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.:, cemlx Universal grout composed of Portland cement, selected aggregates,
pigments, and special polymers for grout joints of 1/16” to 5/16” wide.

RECOMMENDED APPLICATIONS

For grouting any type of ceramic tiles, porcelain tiles, granite,
marble, and other natural stone.

It can be used for grouting marble or mosaic tiles mounted on
templates.

For grout joints of 1/16” to 5/16” wide, inside and outside
installations.

ADVANTAGES

High stain resistance with special polymer-sealer.

Contains mildew resistant and antibacterial additive.

No need to get two different grouts for more or less than 1/8”
wide.

High traffic resistance without cracking.

Porcelain
Ceramic
Natural stone
Glass

Marble
Granite

STANDARDS & LEED

Boquillex Universal C-532 AT118.6

Meets and exceeds all requirements of ANSI Al118.6 and NMX
C-532, mixed with water.

This product contributes to compliance with the following LEED
v20009 certification credits:

*IEQc4.1 Low Emiting: Adhesives and sealants as it contains zero
VOC's.

*MRc5: Regional materials as 80% of the raw material is extracted,
processed, and manufactured regionally.

=
ANSI £ TCNA
American National Standards Institute
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COVERAGE

1/4” x 1/4” x 1/4” 18 54 22
6” x 6” x 5/16” 151 75 42
8” x 8” x 3/8” 183 86 44
12” x 12” x 3/8” 216 108 64
13” x 13” x 3/8” 300 140 97
18” x 18” x 3/8” 334 194 108
20” x 20” x 3/8” 400 205 118
24” x 24” x 3/8” 507 270 140

6” x 36” x 3/8” 313 172

8” x 36” x 3/8” 256 183

Note: The coverage shown here may vary depending on the surface
conditions, the tools used, and the working methods employed. Estimated
coverage in sqft per 11 /b (5 kg) pack.
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SURFACE PREPARATION

= Make sure that the floor or tile installation is solid, firm and at least
24 hours old with its respective adhesive-cement, unless a
different time is indicated in the instructions for that product.
Clean the joints before grouting, using a clean brush or sponge,
removing excess dry adhesive and dust. It is recommended to use
a dry vacuum cleaner for this process. The surface temperature at
the time of application should be between 44 °F (6 °C) and 90 °F
(32 °C).

= The ambient and surface temperature should be between 8C and
32C during installation and the following 24 hours, otherwise, the
work area should be conditioned so as not to affect the
performance of the product.

EXPANSION JOINTS

» The expansion joints, control joints, construction joints, etc,,
should not be covered with the adhesive mortar, nor with the
covering, nor with Boquillex Universal. It is mandatory to leave a
perimeter joint of at least 1/4” (6 mm) wide, between the floor
being laid and the walls or any vertical element, or where a
different material such as wood, metal or plastic is located.

» The treatment of these joints must be specified by the
construction project manager. Review the TCNA booklet in
section EJ-171 for more details on joints in tile installation.

LIMITATIONS

* Do not use Boquillex Universal for installations requiring
resistance to chemical attack. In these cases, use TEXRITE
EPOXYPLUS.

* Do not use Boquillex Universal on absorbent clay or natural stone
tiles. If necessary, they must be previously sealed to avoid

permanent stains. Consult Cemix, S.A. de C.V. technical personnel.

* Prolonged contact with water does not affect Boquillex Universal,
but it does not form an impermeable barrier.

PRECAUTIONS

» Do not mix with more water than indicated, to avoid color
changes and low resistance.

= When you have to apply the product in places with temperatures
above 90°F (32°C), keep the surface cool by spraying it with
water without leaving puddles. In exteriors, try to shade the area.

= You can open the installation to light pedestrian or residential
traffic after 24 hours, intense commercial pedestrian traffic after
48 hours; and vehicular traffic after 4 days.

= Muriatic acid should not be used to clean grouts or tiles.

ADDITIONAL REQUIREMENTS

= When applying Boquillex Universal outdoors, do it in the morning
to avoid heat soaking.

= Surfaces in direct sunlight, or that are hotter than the tiles, should
be cooled with clean water without saturating them and, if
possible, shaded or worked when not in direct sunlight.

= Do not install outdoors if rain is expected within 24 hours, or
freezing temperatures within 24 hours of installation in any area.

= Never prepare Boquillex Universal with more water than
indicated in the installation procedure.

= Wait at least 72 hours before cleaning the finished area with
detergents or in an intensive manner.

SAFETY

Do not inhale dust. May cause damage to eyes, skin, and lungs. It is
recommended to wear an appropriate dust mask, gloves, and safety
glasses. This material is alkaline when mixed with water, avoid
contact with eyes and skin. Wet material adheres to skin and eyes if
it dries. If contact with eyes and/or skin occurs, flush thoroughly
with water. In case of ingestion, drink 1 to 2 glasses of water to
dilute. Do not induce vomiting. Consult a physician immediately.
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AVAILABLE COLORS

Green 30969 5 kg
Brown 30987 5 kg
Graphite 30990 5 kg
31547 5 kg

Light Brown 30982 5 kg
White 30985 5 kg
Beige 30979 5 kg
Almond 30988 5 kg
Adobe 30991 5 kg
Silver 30986 5 kg
Cloudy 30989 5 kg
Ivory 30992 5 kg
Pearl Gray 30981 5 kg

INSTALLATION STEPS

Limpieza
Cleaning
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Add 44 oz. of clean water to a bucket.

Gradually add one bag (5 kg) of Boquillex Universal,
while mixing until a smooth, lump-free paste is
obtained.

Let the mixture stand for 5 minutes, this will activate
the adhesive components of the mixture.

Make sure that the grouts or joints to be filled are
clean and free of dust, debris, or dried adhesive.

Wet the surface and joints using a sponge with clean
water without leaving puddles.

Force Boquillex Universal into the joint using a hard
sponge trowel inclined at 45 degrees to the surface,
moving the material with the trowel diagonally to the
joints with constant pressure, leaving as little
material as possible on the surface.

After 10 to 15 minutes remove the excess by rubbing
with dry fiber and then wipe the surface of the tile
with a damp sponge until clean. Wait another 20
minutes and wipe the entire surface with a dry cloth
to remove final residue.
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TECHNICAL DATA

Appearance of the product

Proportion of water for mixing

Volumetric weight (mixed)
Mixing time

Time to open in transit

Fine powder in different colors

44 ounces in 11 lbs
14.8 Ib/galon (1,770 kg/m®)

45 minutes remixing
every 10-15 minutes

Light 24 hrs-Heavy 72 hrs

12 months stored in dry place
and in original packaging

1/16”- 5/16” (1.5 mm - 8 mm)

Shelf life

Thickness range

Final Set 5 hours Not applicable
Immersion to dry water absorption <6% <10%

RESISTANCE AT 7 DAYS

At flexion 427 psi 400 psi

RESISTANCE AT 28 DAYS

Compression 3570 psi 3,000 psi

Tension 355 psi 350 psi
GUARANTEE

All Cemix products are inspected and tested prior to shipment. The
process for making any claim for defective material and obtaining a
replacement of the material in question is described below:

1. To have a receipt, invoice, or proof of purchase of the product.

2. To submit your complaint to our phone numbers: 82 88 67 27 in
Monterrey and toll free from the interior of the country to 01 800
8383 00 or via email to infocemix@cemix.com.

3. An authorized representative of the manufacturer will contact the
customer and verify proof of purchase and the product as well as its
installation (Cemix will not be responsible for damages or expenses
arising from the installation, use or resale of such material).

4. If, in the opinion of the representative, the defect is attributable to
the factory, the manufacturer's responsibility will be limited to
replacing the material in question and the customer must await his
shipping instructions and authorization to make the return. The
material will be replaced directly at the factory within 30 days after
the failure of the representative.

CEMIX GUARANTEE SYSTEM

At CEMIX we guarantee that our products (mortars, grouts, and
membranes) are compatible as materials for the installation of
ceramic tiles and porcelain tiles of any of the brands of floor and wall
tiles that are commercialized in the country.
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For more information about our solutions:

Call toll free

cemix.com

+52 800 83 83 000 Q@ O®/cemixoficial
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