
DATA SHEET MORTERO SECO 

Cement-based mortar with controlled granulometry aggregates. Designed to perform 
three basic functions of construction.

MORTAR FOR SMOOTHING WALLS, PATCHING FLOORS, 
AND ADHERING CONCRETE AND MUD BLOCKS

Packaging: Color:
88 lbs Grey
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Block walls or concrete or baked mud brick, poured concrete 
(cured 28 days), cement-sand pastes.

ACCEPTABLE SURFACES

The application surface must be solid and firm. Masonry substrates 
or pieces must be clean, free from dust, grease, paints, oils, mold 
release agents, waxes, or any other material that could interfere 
with proper adhesion. If the substrate is very absorbent and the 
weather conditions are adverse, such as high temperatures, low 
relative humidity, and strong winds, it is necessary to moisten it 
beforehand to prevent the product from losing its workability and 
strength characteristics.

SURFACE PREPARATION

RECOMMENDED APPLICATIONS
For sticking and joining cement blocks, mud bricks, brick, large 
brick.
For making pastes to correct unevenness on floors and concrete 
slabs.

ADVANTAGES
Product versatility when used in the 3 basic functions of 
construction.
Easy to store and control inventory management.
Easy to prepare, just add water.
Designed to perform 3 basic functions of construction:
1. Making pastes to correct unevenness in concrete floors.
2. To make scratch coats, plastering, coatings, and plastering on 
block, brick, and brick walls.
3. Sticking blocks, brick, and mud bricks.

Substrates
Block walls
Concrete brick
Baked clay
Poured concrete (cured at 28 days)
Cement-sand

May cause harm to eyes, skin, and lungs. It is recommended to use 
gloves and safety glasses.
This material is alkaline when mixed with water, avoid contact with 
eyes and skin.
If contact with eyes and/or skin occurs, rinse thoroughly with 
water.
In case of ingestion, drink 1 to 2 glasses of water to dilute. Do not 
induce vomiting.

SAFETY

Do not apply the product when the temperature is expected to fall 
below 4°C or rise above 38°C during the 24 hours following its 
application, or when there is the probability for rain.
Do not add more water after mixing, as this reduces the final 
hardness of the material.

LIMITATIONS

COVERAGE

Note: *The yields presented here are estimates for calculation purposes only, 
the final result may vary according to the conditions of the surface where the 
product will be applied, the installation methods, the tools used, and the 
working practices.

Thickness kg/m2 m2/88 lbs bag
1.8012 mm 21.84

1.4015 mm 27.3

1.1020 mm 36.4A
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Thickness kg/m2 m2/40 kg bag
1.9012 mm 21.9

0.8015 mm 45.5
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Thickness kg/m2 m2/40 kg bag
2.2010 mm 18.2

1.4715 mm 27.3
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DATA SHEET MORTERO SECO 

In temperatures above 38°C, it is recommended to reinforce the 
mixture with 1 liter of CEMIX Bond-Ultra per bag. 
Do not install in uncovered exteriors if rain is expected within the 
next 24 hours, or freezing temperatures within 48 hours after 
installation in any area.        

ADITIONAL REQUIREMENTS

GUARANTEE
All Cemix products are inspected and tested prior to shipment. The 
process for making any claim for defective material and obtaining a 
replacement of the material in question is described below:

1. To have a receipt, invoice, or proof of purchase of the product.

2. To submit your complaint to our phone numbers: 82 88 67 27 in 
Monterrey and toll free from the interior of the country to 01 800 
8383 00 or via email to infocemix@cemix.com.

3. An authorized representative of the manufacturer will contact the 
customer and verify proof of purchase and the product as well as its 
installation (Cemix will not be responsible for damages or expenses 
arising from the installation, use or resale of such material).

4. If, in the opinion of the representative, the defect is attributable to 
the factory, the manufacturer's responsibility will be limited to 
replacing the material in question and the customer must await his 
shipping instructions and authorization to make the return. The 
material will be replaced directly at the factory within 30 days after 
the failure of the representative.

DISCLAIMER
The recommendations, suggestions, statements, and technical data 
contained in this data sheet are based on our best knowledge and 
available information. They are provided for informational purposes 
only without any liability for their use. However, as the handling and 
use after delivery to the customer is not under our control, we do 
not guarantee the result to be obtained. Only written documents 
signed by an o�cial representative of the manufacturer or seller will 
be binding on the manufacturer or seller. For more information 
about warranties go to www.cemix.com
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Call toll free 
+52 800 83 83 000

cemix.com

For more information about our solutions:

TECHNICAL DATA

Physical characteristics Description
Product appearance Gray granular powder

Grain Thick 

Mixed water 6.8 liters per 88 lbs bag.

Application thicknesses 10 a 32 mm

Application temperature 4o C a 38o C

Storage time
12 months stored in dry place 
and in original packaging

Life in a boat (mixed) 1 to 2 hours at 25°C and 50% 
relative humidity

Technical Specifications
Compressive strength at 28 days

Value Method

105%

10%

88% - 92%

3 to 4 hrs

≥1160 kg/cm2

1,300 kg/m3

2,000 kg/m3

5 to 7 hrs

Initial setting ASTM-C266-21

ASTM-C-109

Final setting ASTM-C266-21

Volumetric weight (powder) ASTM-C-185

Volumetric weight (mixture) ASTM-C-185

Water retention ASTM-C1506-17

Air included UNE-EN 1015-7:1999

% flow rate ASTM-C-1437

INSTALLATION STEPS

Add 6.8 liters of clean water to a container.Add 6.8 liters of clean water to a container.6.8 LTS

Add the contents of the bag gradually so that the 
powder integrates into the water.
Add the contents of the bag gradually so that the 
powder integrates into the water.

Mix until a smooth and lump-free paste is obtained.Mix until a smooth and lump-free paste is obtained.

If you are using Cemix Dry Mortar to stick blocks or 
bricks, use a masonry trowel to apply the mixture on 
the edges and place the piece.

If you are using Cemix Dry Mortar to stick blocks or 
bricks, use a masonry trowel to apply the mixture on 
the edges and place the piece.

Ensure that the surface is free from contaminants 
(dust, grease, wax) or excess water that may 
interfere with adhesion.

Ensure that the surface is free from contaminants 
(dust, grease, wax) or excess water that may 
interfere with adhesion.

CLEANING

If you are using Cemix Dry Mortar to smooth a wall, 
use a pickaxe or hammer and chisel to remove 
excess material or protrusions.

If you are using Cemix Dry Mortar to smooth a wall, 
use a pickaxe or hammer and chisel to remove 
excess material or protrusions.

Wet the substrate with abundant water without 
saturating it.
Wet the substrate with abundant water without 
saturating it.

To use Cemix Dry Mortar as a paste, place the guides 
and distribute the mixture as evenly as possible using 
a ruler.

To use Cemix Dry Mortar as a paste, place the guides 
and distribute the mixture as evenly as possible using 
a ruler.

To smooth a wall, place the guides and apply Cemix 
Dry Mortar on the wall until the desired thickness and 
level are achieved.

To smooth a wall, place the guides and apply Cemix 
Dry Mortar on the wall until the desired thickness and 
level are achieved.


